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•	 Building maintenance
•	 Inner city and outreach work
•	 Bill posting
•	 Film and TV work
•	 Window cleaning

IDEAL FOR

Specification Metric Imperial

Working Height 34.00m 111ft 7in

Platform Height 32.00m 105ft

Working Outreach @280kg SWL 22.70m 74ft 6in

Working Outreach @180kg SWL 24.70m 81ft

Slew 280°

Width Travelling 2.50m 8ft 2in

Working
2.50m - 
5.60m

8ft 2in - 
18ft 5in

Height (stowed) 3.80m 12ft 6in

Length 9.50m 31ft 2in

Gross Vehicle Weight 16,900kg 37,265lb

Platform Capacity 280kg 617lb

Platform Size
1.00m x 
1.80m x 
1.10m

39in x 71in 
x 43in

Outrigger Spreader Pad
0.75m x 
0.65m x 
0.05m

30in x 
26in x 
2in

SPECIFICATIONS

Surface Metric Imperial

Maximum Outrigger 
Pressure

6.10kg/cm2 or 
598.20kN/m2

12490lb/ft2

Max. Ground 
Pressure using 
Outrigger  
Spreader Pad

2.50kg/cm2 or 
245.20kN/m2

5120lb/ft2

FLOOR LOADINGS

20 UK LO CALL 0845 609 9199 ROI FREEPHONE 1800 43 44 48 21

Our expert operator arrived on site early with the  
34m Bronto and worked closely with the TV crew as part of 

their team helping to mount the camera on to the purpose 
built camera bracket fitted to the cage. He ensured the 

camera was attached securely and that the camera operator 
could maneuverer safely into the ideal position to cover the 

start and finish lines for all the races on the day’s card.  
They also had to secure the output cables to the boom.

NATURE OF JOB:
Outdoor Broadcasting  
from a horse racing event  
in Ireland

REASON FOR CHOOSING  
THIS MACHINE:
Camera bracket available for 
platform, skilled operator

CHALLENGE:
A broadcasting company 
needed the machine and 
expert operator to arrive 
onsite early allowing time 
for rigging the tv camera on 
to the purpose built camera 
bracket, while securing the 
feeder cables along the 
boom in time for the first 
race on a Bank Holiday 
weekend.

EQUIPMENT: 
Bronto Skylift S 34 MDT.

With several thousand people 
attending the event, safe 

operation of the 34m Bronto  
was a priority.




